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Die in diesem Produktdatenblatt genannten Spezifikationen dienen nur zur Produktbeschreibung und beziehen sich 
auf den Zeitpunkt unmittelbar nach der Produktion bzw. Import des Produktes. Sie entsprechen den Angaben des 
Herstellers. Eine rechtsverbindliche Zusicherung bestimmter Eigenschaften oder der Eignung für einen bestimmten 
Einsatzzweck kann hieraus nicht abgeleitet werden. Durch unsachgemäßen Transport und / oder unsachgemäße 
Lagerung können sich Änderungen ergeben. Die Angaben in diesem Produktdatenblatt entbinden den Verarbeiter 
nicht von eigener Prüfung der Eigenschaften des Produktes und dessen Eignung für die vorgesehene Verwendung. 
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Technische Datenblatt- Intercept® Displayfoam S. 1 

Intercept® Displayfoam Art. - Nr.: 2704 070  
 

 

Product 

Open cell-Foam made from Virgin Polyurethane (PU) 
It offers protection from atmospheric corrosion with indicator function due to changing color. 
The foam will require to be dry and applied in a dry environment (Desiccants are advised) 
Standard Manufacturer's Application recommendations must be adhered to. 
 

Beschreibung 
Material PU-Schaum 

Measurements: 100 x 120 x 1 cm 

Colour: Intercept® Display foam has a copper tone if it has not 
been in use. Due to reaction with corrosive Gases ist the 
Display foam discolored. The color turns toward gray or 
green, depending on the type of corrosive gas present.  

 

Printed text: none 

Description: PU-foam with integrated Copper. 

Quality control: According to ISO 9001 

Properties 

Density: 24-27 kg/m3 
Compression Resistance at 40% 3,0-5,0 kPa 
Ultimate Elongation 300 % 
Tensile Strength 150 kPa 
Viskosität bei 120°C 8 – 12 mPas 
Zelldurchmesser 620-860 µm 
Shelf-Life Five years in absence from corrosive gases 

 

Remark 

The specifications given in this product data-sheet are only a description of the product. They 
correspond to the manufacturer's instructions. A legally binding assurance of specific properties or 
suitability for a precise application can not be derived from this. Changes in the specifications may 
occur due to improper transport and/or improper storage. The information in this data sheet does 
not release the manufacturer of its examination of the product properties and its suitability for 
the intended use. 
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